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25.06.2026.


Par iepirkumu procedūras “Autobusu piegāde” (ID Nr. RS 2026/17) nolikuma prasībām

Rīgas pašvaldības sabiedrības ar ierobežotu atbildību „Rīgas satiksme” (turpmāk – Pasūtītājs) Iepirkuma komisija no iespējamā pretendenta ir saņēmusi lūgumu sniegt atbildes uz jautājumiem par iepirkuma procedūras “Autobusu piegāde” (ID Nr. RS 2026/17) (turpmāk – iepirkuma procedūra) nolikuma prasībām.

1. Jautājums:
Veicot 3.2. pielikuma “Tehniskā specifikācija 18 metru posmainajam dīzeļautobusam” analīzi, jo īpaši attiecībā uz 2. sadaļu “MOTORS UN TRANSMISIJA”, mēs pievērsām uzmanību šīs sadaļas 2.3. punktam “Motora dzesēšana”, kura noslēgumā ir noteikta šāda prasība: “Papildus jānodrošina dzesēšanas šķidruma sildīšanas sistēmu, ko pieslēdz ārējam 230 VAC barošanai caur kontaktu savienojumu, kas ir savietojams ar Pasūtītāja rīcībā esošo tīklu (DEFA 460785).” Mēs vēlētos lūgt no Jūsu puses papildu informāciju un precizējumus par minēto prasību. Lūdzam paskaidrot, kāda tieši sistēma ir domāta ar prasību nodrošināt dzesēšanas šķidruma sildīšanas sistēmu, kas pieslēdzama ārējam 230 VAC barošanas avotam.

Atbilde:
Pasūtītājs, skaidro, ka minētā prasība attiecas uz dzesēšanas šķidruma iepriekšējas uzsildīšanas sistēmu (engine coolant pre-heating system), kas, izmantojot ārēju 230 VAC barošanas avotu, nodrošina motora dzesēšanas šķidruma uzsildīšanu pirms dzinēja iedarbināšanas.
Šāda sistēma tiek izmantota, lai atvieglotu dzinēja iedarbināšanu zemās apkārtējās vides temperatūrās; samazinātu dzinēja nolietojumu aukststarta laikā; sekmētu ātrāku salona apsildes (HVAC) sistēmas darbības uzsākšanu un stabilu mikroklimata nodrošināšanu ziemas apstākļos.
Dzesēšanas šķidruma sildīšanas sistēmai jābūt pieslēdzamai ārējam 230 VAC barošanas avotam, izmantojot savienojumu, kas ir savietojams ar Pasūtītāja rīcībā esošo infrastruktūru (DEFA 460785 vai ekvivalents risinājums).



2. Jautājums:
Veicot 3.1. pielikuma “Tehniskā specifikācija 18 metru posmainajam elektroautobusiem” analīzi, jo īpaši attiecībā uz 1.7. sadaļu “PASAŽIERU SALONS”, mēs pievērsām uzmanību šīs sadaļas 1.7.6. punktam “Pieturēšanās stieņi un rokturi”, kurā ir noteikta šāda prasība: “Vertikālajiem pieturēšanās stieņiem jābūt aprīkotiem ar kontrastējošiem elementiem, kas uzlabo to redzamību pasažieriem, tostarp personām ar redzes traucējumiem. Ja tiek izmantots apgaismojums (piemēram, LED), tam jānodrošina pietiekams kontrasts un redzamība dažādos apgaismojuma apstākļos, izmantojot dzelteni‑oranžu vai citu vizuāli kontrastējošu krāsu.” Ja mēs pareizi saprotam minēto prasību, tā paredz, ka Pretendents var izvēlēties starp vertikālajos pieturēšanās stieņos iebūvētiem LED gaismas elementiem vai citiem kontrastējošiem elementiem, kas nodrošina prasīto redzamību un kontrastu pasažieriem, tostarp personām ar redzes traucējumiem. Tomēr vienlaikus 1.12. sadaļas “IEKŠĒJAIS APGAISMOJUMS” 1.12.1. punktā “Salona apgaismojums” ir noteikta šāda prasība: “Vertikālo pieturēšanās stieņu virsmā jābūt iebūvētiem kontrastējošiem gaismas elementiem (diodēm) dzelteni-oranžā krāsā, atbilstoši vājredzīgo pasažieru prasībām.” Ja mēs pareizi saprotam minēto prasību, tā nozīmē, ka ir pieļaujami tikai vertikālajos pieturēšanās stieņos iebūvēti LED gaismas elementi un citi kontrastējoši risinājumi netiek pieļauti. Ņemot vērā iepriekš minēto, mēs vēlētos lūgt no Jūsu puses papildu informāciju un precizējumus par minēto prasību. Vai Pretendents var izvēlēties starp vertikālajos pieturēšanās stieņos iebūvētiem LED gaismas elementiem un citiem kontrastējošiem elementiem, kas nodrošina prasīto redzamību un kontrastu pasažieriem, tostarp personām ar redzes traucējumiem, vai arī ir pieļaujami tikai vertikālajos pieturēšanās stieņos iebūvēti LED gaismas elementi?

Atbilde:
Pasūtītājs, skaidro, ka Tehniskās specifikācijas 1.7.6. punktā noteiktās prasības mērķis ir nodrošināt pieturēšanās stieņu pietiekamu redzamību un kontrastu pasažieriem, tostarp personām ar redzes traucējumiem.
Pretendents var izvēlēties piemērotāko tehnisko risinājumu (piemēram, LED vai citus kontrastējošus elementus), ja tiek nodrošināta prasītā redzamība.
Vienlaikus Pasūtītājs informē, ka tehniskās specifikācijas 1.12.1. punktā noteiktā prasība par obligātu LED elementu integrāciju ir pārskatīta un svītrota.
Lūdzam skatīt iepirkuma procedūras nolikuma 2026.gada 19.jūnija grozījumus, kas publicēti www.eis.gov.lv un www.rigassatiksme.lv.   


3. Jautājums:
Veicot 3.2. pielikuma “Tehniskā specifikācija 18 metru posmainajam dīzeļautobusam” analīzi, jo īpaši attiecībā uz 1.7. sadaļu “PASAŽIERU SALONS”, mēs pievērsām uzmanību šīs sadaļas 1.7.6. punktam “Pieturēšanās stieņi un rokturi”, kurā ir noteikta šāda prasība: “Vertikālajiem pieturēšanās stieņiem jābūt aprīkotiem ar kontrastējošiem elementiem, kas uzlabo to redzamību pasažieriem, tostarp personām ar redzes traucējumiem. Ja tiek izmantots apgaismojums (piemēram, LED), tam jānodrošina pietiekams kontrasts un redzamība dažādos apgaismojuma apstākļos, izmantojot dzelteni‑oranžu vai citu vizuāli kontrastējošu krāsu.” Ja mēs pareizi saprotam minēto prasību, tā paredz, ka Pretendents var izvēlēties starp vertikālajos pieturēšanās stieņos iebūvētiem LED gaismas elementiem vai citiem kontrastējošiem elementiem, kas nodrošina prasīto redzamību un kontrastu pasažieriem, tostarp personām ar redzes traucējumiem. Tomēr vienlaikus 1.12. sadaļas “IEKŠĒJAIS APGAISMOJUMS” 1.12.1. punktā “Salona apgaismojums” ir noteikta šāda prasība: “Vertikālo pieturēšanās stieņu virsmā jābūt iebūvētiem kontrastējošiem gaismas elementiem (diodēm) dzelteni-oranžā krāsā, atbilstoši vājredzīgo pasažieru prasībām.” Ja mēs pareizi saprotam minēto prasību, tā nozīmē, ka ir pieļaujami tikai vertikālajos pieturēšanās stieņos iebūvēti LED gaismas elementi un citi kontrastējoši risinājumi netiek pieļauti. Ņemot vērā iepriekš minēto, mēs vēlētos lūgt no Jūsu puses papildu informāciju un precizējumus par minēto prasību. Vai Pretendents var izvēlēties starp vertikālajos pieturēšanās stieņos iebūvētiem LED gaismas elementiem un citiem kontrastējošiem elementiem, kas nodrošina prasīto redzamību un kontrastu pasažieriem, tostarp personām ar redzes traucējumiem, vai arī ir pieļaujami tikai vertikālajos pieturēšanās stieņos iebūvēti LED gaismas elementi?


Atbilde:
Pasūtītājs, skaidro, ka Tehniskās specifikācijas 1.7.6. punktā noteiktās prasības mērķis ir nodrošināt pieturēšanās stieņu pietiekamu redzamību un kontrastu pasažieriem, tostarp personām ar redzes traucējumiem.
Pretendents var izvēlēties piemērotāko tehnisko risinājumu (piemēram, LED vai citus kontrastējošus elementus), ja tiek nodrošināta prasītā redzamība.
Vienlaikus Pasūtītājs informē, ka tehniskās specifikācijas 1.12.1. punktā noteiktā prasība par obligātu LED elementu integrāciju ir pārskatīta un svītrota.
Lūdzam skatīt iepirkuma procedūras nolikuma 2026.gada 19.jūnija grozījumus, kas publicēti www.eis.gov.lv un www.rigassatiksme.lv.   


4. Jautājums:
Veicot Nolikuma sadaļas “I. Vispārīgā informācija” analīzi, jo īpaši attiecībā uz šīs sadaļas 6. punktu “Piedāvājumu iesniegšanas un atvēršanas vieta, datums, laiks un kārtība”, konstatējām, ka saskaņā ar 6.2. punktu piedāvājumu iesniegšanas termiņš ir noteikts līdz 2026. gada 1. jūlijam plkst. 10.00. Ņemot vērā lielo darba apjomu, kas nepieciešams visu iepirkuma dokumentācijā noteikto prasību izpildei, kā arī piedāvājuma sagatavošanai nepieciešamo papildu laiku dokumentu noformēšanai, lūdzam pagarināt piedāvājumu iesniegšanas termiņu par vienu kalendāro mēnesi no sākotnēji noteiktā termiņa.


Atbilde:
Atbilde sniegta 2026.gada 16.jūnijā – piedāvājumu iesniegšanas termiņš pagarināts līdz 2026.gada 4.augusta plkst. 10.00.



Iepirkuma komisijas priekšsēdētāja vietniece	Laine Hodaseviča





25.06.2026.   


Regarding the requirements of the open procedure "Supply of buses" (ID No RS 2026/17)

Riga Municipality Limited Liability Company (SIA) Rīgas satiksme (hereinafter – the Contracting Authority) has received a request from a potential Tenderer to provide answers to questions concerning the requirements of the Regulations of the open procedure "Supply of buses" (ID No RS 2026/17) (hereinafter – the procurement procedure).


Question 1:
During the review of Annex 3.2 “Technical Specification for the 18-Metre Articulated Diesel Bus”, in particular Section 2 “ENGINE AND TRANSMISSION”, we noted Clause 2.3 “Engine Cooling”, which concludes with the following requirement: “Additionally, a coolant heating system shall be provided, connectable to an external 230 VAC power supply via a plug connection that is compatible with the network available to the Contracting Authority (DEFA 460785).” We would kindly request additional information and clarification regarding the above requirement. Please explain what specific system is meant by the requirement to provide a coolant heating system that can be connected to an external 230 VAC power supply source.
(Translated from Latvian using the machine translation tool “Copilot”)

Answer:
The requirement refers to an engine coolant pre-heating system, which uses an external 230 VAC power supply to warm up the engine coolant prior to engine start.
Such a system is intended to facilitate engine start in low ambient temperatures; reduce engine wear during cold starts; support faster activation of the cabin heating (HVAC) system and ensure thermal comfort in winter conditions.
The coolant pre-heating system shall be capable of being connected to an external 230 VAC power supply via a connection compatible with the Contracting Authority’s existing infrastructure (DEFA 460785 or an equivalent solution).


Question 2:
During the review of Annex 3.1 “Technical Specification for 18-Metre Articulated Electric Buses”, in particular Section 1.7 “PASSENGER COMPARTMENT”, we noted Clause 1.7.6 “Handrails and Grab Handles”, which contains the following requirement: “Vertical handrails shall be equipped with contrasting elements that improve their visibility for passengers, including persons with visual impairments. If lighting is used (e.g. LED), it shall provide sufficient contrast and visibility under various lighting conditions, using a yellow-orange or another visually contrasting colour.”
If we correctly understand the above requirement, it allows the Tenderer to choose between LED lighting elements integrated into the vertical handrails or other contrasting elements that provide the required visibility and contrast for passengers, including persons with visual impairments.
At the same time, Clause 1.12.1 “Interior Lighting” of Section 1.12 “INTERIOR LIGHTING” contains the following requirement:
“The surface of the vertical handrails shall incorporate contrasting light elements (LEDs) in a yellow-orange colour, in accordance with the requirements for visually impaired passengers.”
If we correctly understand this requirement, it means that only LED lighting elements integrated into the vertical handrails are permitted and that other contrasting solutions are not acceptable.
In view of the above, we would kindly request additional information and clarification regarding this requirement. Is the Tenderer allowed to choose between LED lighting elements integrated into the vertical handrails and other contrasting elements that provide the required visibility and contrast for passengers, including persons with visual impairments, or are only LED lighting elements integrated into the vertical handrails permitted?
(Translated from Latvian using the machine translation tool “Copilot”)

Answer:
The requirement set out in Clause 1.7.6 is intended to ensure sufficient visibility and contrast of vertical grab poles for passengers, including persons with visual impairments.
Tenderers may choose the appropriate technical solution (e.g. integrated LED elements or other contrasting elements), provided that the required visibility is ensured.
At the same time, the Contracting Authority confirms that the requirement specified in Clause 1.12.1 regarding mandatory LED elements has been reviewed and removed.


Question 3:
During the review of Annex 3.2 “Technical Specification for the 18-Metre Articulated Diesel Bus”, in particular Section 1.7 “PASSENGER COMPARTMENT”, we noted Clause 1.7.6 “Handrails and Grab Handles”, which contains the following requirement:
“Vertical handrails shall be equipped with contrasting elements that improve their visibility for passengers, including persons with visual impairments. If lighting is used (e.g. LED), it shall provide sufficient contrast and visibility under various lighting conditions, using a yellow-orange or another visually contrasting colour.”
If we correctly understand the above requirement, it allows the Tenderer to choose between LED lighting elements integrated into the vertical handrails or other contrasting elements that provide the required visibility and contrast for passengers, including persons with visual impairments.
At the same time, Clause 1.12.1 “Interior Lighting” of Section 1.12 “INTERIOR LIGHTING” contains the following requirement:
“The surface of the vertical handrails shall incorporate contrasting light elements (LEDs) in a yellow-orange colour, in accordance with the requirements for visually impaired passengers.”
If we correctly understand this requirement, it means that only LED lighting elements integrated into the vertical handrails are permitted and that other contrasting solutions are not acceptable.
In view of the above, we would kindly request additional information and clarification regarding this requirement. Is the Tenderer allowed to choose between LED lighting elements integrated into the vertical handrails and other contrasting elements that provide the required visibility and contrast for passengers, including persons with visual impairments, or are only LED lighting elements integrated into the vertical handrails permitted?
(Translated from Latvian using the machine translation tool “Copilot”)

Answer:
The requirement set out in Clause 1.7.6 is intended to ensure sufficient visibility and contrast of vertical grab poles for passengers, including persons with visual impairments.
Tenderers may choose the appropriate technical solution (e.g. integrated LED elements or other contrasting elements), provided that the required visibility is ensured.
At the same time, the Contracting Authority confirms that the requirement specified in Clause 1.12.1 regarding mandatory LED elements has been reviewed and removed.

Question 4:
During the review of Section I “General Information” of the Tender Regulations, in particular Clause 6 “Place, Date, Time and Procedure for Submission and Opening of Tenders”, we noted that, pursuant to Clause 6.2, the deadline for the submission of tenders has been set as 1 July 2026 at 10:00 a.m.
Taking into account the substantial amount of work required to comply with all requirements set out in the procurement documentation, as well as the additional time necessary for the preparation and formalisation of the tender documents, we kindly request that the deadline for the submission of tenders be extended by one calendar month from the originally established deadline.
(Translated from Latvian using the machine translation tool “Copilot”)

Answer:
Response provided on 16 June 2026 – the tender submission deadline has been extended until 4 August 2026 at 10:00 a.m.


Deputy Chairperson of the Procurement Commission	Laine Hodaseviča
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